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4 times

Exit Shortcut Menu

SHORTCUT MENU
Press the Menu Key to access the Shortcut Menu to display settings for 
Image Pallete, Image Sharpness, Digital Zoom, Display Brightness, Reticle 
Colour and Reticle Pattern.

MINI-SIGHT MOUNTING
In order to mount the Mini-Sight, you will need a 1 piece 0 MOA Picatinny 
Rail on your rifle. To ensure it is mounted correctly, follow these 3 steps:

1.  The scope can be mounted in 3 locations along the rail. Based on your 
stock and the eye relief required, determine the best position.

2.  Attach the mount to the scope using the hex 
screws provided. You will require a hex/Allen 
key (not included) for installation. For improved 
stability you can also apply low-strength Loctite 
or similar (not included).

3.  Loosen the mount nuts with a spanner and 
position the scope in the correct rail slot. Push 
the scope forward in the rail slot and tighten the 
mounting nuts.

WARRANTY
The Night Tech Thermal Mini-Sight features a 2 Year warranty against 
manufacturing defects. The warranty excludes damages caused 
by misuse, abuse, improper handing/care or failure to follow the 
Manufacturers instructions. This warranty is not transferable. If you have 
a problem or require assistance with your unit, contact your purchasing 
Night Tech dealer.

XST Technology is the latest in thermal imaging, combining the 
best sensors and algorithms to produce images up to 3 times 
clearer than other equivalent thermal products on the market.

Night Tech’s Mini-Sights have been repeatedly shock-tested 
to over 1000G. Recommended maximum caliber use is a 
.300 Winchester Magnum or equivalent firearm.

The Mini-Sight’s on-board processor contains a built-in digital 
compass for internal device directional control.

Night Tech’s Mini-Sights include Bluetooth for future optional 
accessories and peripherals device integration.

A built-in 3-axis accelerometer is also included in the 
on-board processor.

The 1280 x 960 High Definition display is class-leading in 
size and performance – enhancing and maximizing your image 
quality to keep you ahead of the game.

For customer support 
visit www.night-tech.com
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Pop-up Shortcut Menu 1
Image Pallete 

and Image Sharpness
Press the Power 
Button to switch 
the Image Palette 
type between 
White Hot, Black 
Hot, Red Hot and 
Rainbow.
Press the Calibrate 
Key to adjust the 
Sharpness value 
from 1 to 4.

Press 
Menu Key 
2 times

Pop-up Shortcut Menu 2
Digital Zoom and 

Screen Brightness

Press the Power 
Button to switch 
the Digital Zoom 
between 1x, 2x, 
3x, 4x. You can 
also zoom by 
short pressing the 
power button.
Press the 
Calibrate Key to 
switch the Screen 
Brightness values 
between 1 and 4.

Press 
Menu Key 
3 times

Pop-up Shortcut Menu 3
Reticle Colour 

and Reticle Pattern Press the Power 
Button to switch 
the Reticle Colour 
type between 
White, Black, Red 
and Green.
Press the Calibrate 
Key to switch the 
Reticle Pattern.



BATTERY INSTALLATION
Open the battery bay cover anti-
clockwise and insert two batteries as 
shown in the image left (one with the 
positive pole upwards and the other with 
the positive pole downwards).

After the batteries are inserted, close the battery bay cover. You will hear a click 
which means you have closed the cover properly.

IMPORTANT
Do not insert batteries of different brands, voltages or capacities together in 
the device.

The battery models switch function can be set in the Advanced Menu on the 
unit. 3V CR123 x 2 or 3.7V CR123 x 2 can be used (not included). If the incorrect 
battery type is selected, the battery status indicator may display incorrect 
information or the unit may shut off. Always remove batteries after use as they 
may go flat in the device or damage it.

The unit supports external power via a Type-C USB cable. The USB icon will be 
displayed on the screen after connecting to an external power source.

The unit will power on automatically when connected and off when disconnected 
from external power. Always disconnect when not in use.

OPERATION
POWER ON/OFF
To turn the unit on, long press the Power Button for 3 seconds. Once you have 
released the Power Button, wait another 6 seconds for the thermal image to 
appear. To turn the unit off, long press the Power Button for 3 seconds. Then 
select the Tick icon with the Power or Calibrate button and push the Menu Button 
to confirm and the unit will shutdown.

DIOPTER ADJUSTMENT
Once the unit is switched on, rotate the Eyepiece Focus Ring to get a clear image 
of the reticle or menu on the screen.

OBJECTIVE FOCUS
Once the unit is switched on, rotate the Focus Ring to get a clear image of items 
in the distance.

CALIBRATION
If the image quality degrades after some time of use, press the Calibrate Key in 
order to calibrate the image with the shutter. Press and hold the Calibrate Key 
to calibrate the image without the shutter (with the lens cover on). This device 
only uses manual calibration. Calibrations should be done every 2-5 minutes for 
optimised image quality.

RETICLE DISPLAY ON/OFF
To activate the Reticle for the first time, press and hold the Power + Calibrate 
buttons simultaneously for 5 seconds, then click the Menu Button 4 times. 
After that, to hide or display the reticle you will only need to long press the 
Power Button + Menu Key + Calibrate Key for 3 seconds. When the Reticle is 
not displayed, all Reticle menu items will be hidden (Reticle Colour, Reticle 
Type, Firearms Type, Zeroing etc). This Feature is useful when using the device 
as a monocular.

ADVANCED MENU
See Figure A, above: Press and hold the Menu Key to display or close the 
Advanced Menu.

Navigate through the menu by pressing the Power or Calibrate buttons to either 
go up or down. Once Function is selected, press the Menu Key to adjust values.

Select Ultraclear Mode to view clearer images in heavy rain, fog or snow.

Select to turn Bluetooth on/off

Select to activate video out (via cable from Micro USB port)

Select to turn Picture in Picture on/off

Select your battery voltage 3V or 3.7V

Zero Select allows you to have multiple zeros saved for different 
weapons, calibers, distances or ballistics.

ZEROING
See Figure B, left: Enter the Zeroing Menu and zero as 
per below, then aim and shoot at a target starting at 25 
metres/yards, re-checking at 50 metres/yards then at 100 
metres/yards or more.

•  To zero, you need to move the cross hairs on the screen 
from the center of the target to the bullet hole (point 
of impact) using the Calibrate or Power Button while 
leaving the dot on the center of the target (aiming 
point). To change the axis from up/down to left/right, 
short push the Menu Button.

•  To make larger up/down or left/right adjustments, hold 
the Calibrate or Power Button for 3 seconds to move the 
cross hairs in larger increments.

•  Once you have completed the zeroing, hold the Menu Button for 3 seconds 
to save and exit the Zeroing Menu. If successful, you will be returned to 
the main screen, ready to shoot.

Handy zeroing hints and tips
•  Good thermal targets include metal thermal tape/insulation tape, 

pocket warmers (when cold), black tape (sunny days) on a cardboard 
or paper background.

•  Use a steady, unmovable rest, aim at the center of the target and shoot. 
Then position the cross hairs on the center of the target, lock the rifle 
into the rest and move the cross hairs from the center/aiming point to the 
point of impact (bullet hole) leaving the dot on the aiming point.

•  Always re-check the point of aim prior to using the scope.

•  If the bullet hole (point of impact) is not visible on the target, return to 
25m/yards distance and re-sight in again from that distance. You may 
need to return the zero to the center with coordinates 0/0.

•  Always start on base magnification at 25 metres/yards. To fine tune 
the zero calibration of the sight for greater accuracy and distance, use a 
higher zoom magnification setting for. 

BLIND PIXEL CALIBRATING
In the Advanced Menu, select the Blind Pixel Calibrating Menu.

Press the Power Button + Calibrate Key to move the Reticle in up/down/
left/right directions. Press the Menu Key to switch between up/down/left/
right directions.

After selecting Blind Pixel, long press the Power Button + Calibrate Key for 3 
seconds to calibrate the Blind Pixel. In order to cancel the calibration, simply 
long press the Power Button + Calibrate Key.

Long press the Menu Key to exit the Blind Pixel Calibrating Menu.

FACTORY RESET
To delete and reset all settings to the factory default, select this option 
and then select the tick for yes to confirm or the cross to cancel. This 
option should only be used if there is a problem with the unit. BE ADVISED: 
FACTORY RESET WILL DELETE ALL SIGHT IN, ZERO AND WEAPON SETTINGS.

Light, compact 
and super-portable. 
It’s the ultimate 
night-time performer.
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VERY IMPORTANT:
DO NOT POINT/AIM THE DEVICE AT EXTREMELY HOT OBJECTS 
OR THE SUN AS THIS MAY CAUSE DAMAGE TO THE DEVICE.


